WDP Reader Setup Menu 


Ist Wand “Start Setup” to Put Reader into Setup Mode 

2nd Wand Parameter to Change, (i.e. the Code 39 Bar Code Label) 
3rd Wand Labels From Barpad Table on Right (0-9,A-F) to Change Settings 
4th When All Parameters and Changes Have Been Wanded, Wand “End Setup” 


(For Preamble and Postamble, Use Full ASCII Chart) 


Start Setup 
Code 3 of 9 
* 0) Enable Code 39 
1) Disable Code 39 
* 2) Enable Full ASCII 
3) Disable Full ASCII 
+ 4) Enable Accumulate Mode 
5) Disable Accumulate Mode 


6) Transmit Start/Stop 
« 7) Don't Transmit Start/Stop 
8) Enable Mod 43 Check Character 
* 9) Disable Mod 43 Check Character 
A) Transmit Mod 43 Check Character 
* B) Don't Transmit Mod 43 Check Character 


C) Caps Lock ON 
* D) Caps Lock OFF 
2 of 5 Code 
0) Enable 1 2of5 
* 1) Disable I 20f5 
DA i 
* 3) Disable Check Digit 
4)Transmit Check Digit 6) Enable 2 of 5 
*5)Don't Transmit Ck Dg * 7) Disable 2 of 5 
2 of 5 Length Wand 2 Digit Length 
Miu 77 
Code 93 
0) Enable 
* 1) Disable 
* 2) Enable Full ASCII 
3) Disable Full ASCII 
Preamble 
Wand up to 15 
Characters From Full 


ASCII Menu. Wand 
"Set" when completed. 


Computer Interface 


Data Transmission Timing 


3) PC Learned Timing 


* 1) PC Keyboard and USB Wedge Saver 


UPC and EAN * 0) Enable UPC/EAN 
1) Disable UPC/EAN 
2) Enable Supplements 
* 3) Disable Supplements 
* 4) Transmit UPC-A NSC 
5) Don’t Transmit UPC-A NSC 


*6) Transmit UPC-A Check Digit 
7) Don't Transmit UPC-A Check Digit 
8) Transmit UPC-E NSC and EAN-8 Flag Ch 
*9) Don't Transmit UPC-E NSC or EAN-8 Flag Ch 
A) Transmit UPC-E/EAN-8 Check Digit 
* B) Don't Transmit UPC-E/EAN-8 Check Digit 
* C) UPC-E Compressed Transmission 
D) UPC-E Expanded Transmission 
* E) EAN-8 observes 9 & A above 
F) EAN-8 is forced to transmit 8 digits always 


Codabar 
0) Enable Codabar 
* 1) Disable Codabar 
2) Enable CLSI Codabar 
* 3) Disable CLSI Codabar 
* 4) Suppress Start/Stop 
5) Enable Start Stop 
Code 128 * 0) Disable 128 
1) Enable 128 
x 2) Disable UCC/EAN-128 
3) Enable UCC/EAN-128 
MSI/Plessey 
* 0) Disable MSI 
1) Enable MSI 1 Mod 10 
2) Enable MSI 2 Mod 10 
3) Enable MSI Mod 11/10 
7) Enable Plessey * 4) Transmit No Check Digit 
8) Enable Labelcode 5 5) Transmit 1 Check Digit 
9) Enable Labelcode 4 6) Transmit 2 Check Digits 
Postamble 
Wand up to 15 Characters 
from Full ASCII Menu. 
Wand “Set” when completed. | 
5) Macintosh ADB Computers 
* 7) For 1 if a Non-Dedicated 


Novell Server and certain clones 


Terminator Character 


T 


End Setup 


Barpad Table 


0 8 
MNA METAM 
1 9 
A 
2 A 
M 
3 B 
MM 
4 C 
E 
5 D 
MAE — AM 
6 E 
MEAE — AM 
7 F 
LN 


MagStripe + 0) None 
1) Track 1 
2) Track 2 
3) Track 3 

aps Lo 4) 1 and 2, 
2. and 3 
SET 
CLEAR 


* 0) mi * 0) Enter 
1) Short 1) None 
3 ee Kep 2) Tab 
(Clears Preamble,Postamble.. 
2) Eu | |,  &Resets Individual Current 
(This adjusts for differences in BIOS/Clock Speeds) | Parameter Back to Default Settings) 
Characters Wand up to 8 sets of Hex Chsto Keyboard Country +00) USA 05)Danish 10)Portuguese 
reassign and delete char- 01)French 06)Dutch 11)Spanish 
acters in the bar code 02)German 07)Italian 12)Swedish 
output. Wand SET | 03)Belgian 08)Latin American 13)Swiss 
when completed. 04)Fr. Canadian 09)Norwegian 14)U.K. 
Beep Tone 0) Lowest RESET Warning this, (after 1st wanding STAND MODE 
1)Low Start Setup), resets reader bach to 
* 2) Medium Default Settings, eliminating any 
3) High setup changes for all parameters. 
4) Highest 
5) No Beep Tone Scan this bar code to put the 


WDP into and out of “hands- 
free" stand mode when using the 
S20 and S10 Stands. 


Future Code 2 


Future Code 1 


*This is the Default Setting | li | | J ! 


10/00 


LEGEND: 


char (function) 


| BAncODE 


Decimal r e 


NUL DLE(f10) 
000 00 016 10 
wi il LIT NI | Mii 


a f2) 


es (f3) 


[3 Ins) 


018 
DC3( "s 


SP 
032 20 


(f4) 4(—) 


ENQ(f5) 


ACK(f6) 


NAK(J 


SYN(T 


oh ay 


007 


008 08 
HT 

009 09 
LF 


VT(Pg Up) 


FF(Pg Dn) 


012 


SO(f8) 


SI(f9) 


ETB ua 


CAN( T 


EM(Shift oh 


Kamin OFF) 


026 
Esc 


027 1B 
FS(Ctrl ON) 


GS(Ctrl OFF) 


029 
RS(Alt ON) 


US(Alt OFF) 


“fo 


ji r 
M Mi ES 
038 l 26 
LU 
039 27 
( 
a 
040 28 
) 
IM MN 
041 29 


042 


+ 
043 2B 
044 2C 
045 


046 2E 
047 2F 


Full ASCII Menu 


(Items in parentheses are transmitted in keyboard wedge mode.) 


0 

048 30 
MI 

049 31 
2 

050 32 
3 

051 33 


052 


053 


055 


056 38 
9 
057 39 


058 


059 3B 


061 3D 
> 
3E 
? 


@ 
- LL 


065 


066 42 


C 


068 


069 


070 


072 


I 

073 49 
J 

074 4A 
K 

075 4B 
L 

076 4C 
M 

077 4D 
N 

078 4E 
0 

079 4F 


P 
080 50 


mi M 


082 


084 


085 


086 56 


W 


088 


M 
59 


090 


T, 
096 60 112 70 
IK i Mil mii ] 
098 114 
99 63 115 73 
d t 
100 64 116 74 


101 


102 66 
g w 

103 67 119 77 
h X 

104 68 120 78 
1 y 


106 122 


091 5B 107 6B 123 7B 
| TET 
092 5C 108 6C 124 7C 
| TTE 
093 5D 109 6D 125 7D 
A n x 
5E 110 6E 126 7E 
- o DEL 
095 5F 111 6F 127 7F 


